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Part description:

Sheet size:

Surface
/ Colour:

CCP Round
480

Consider protection frank ISO 16016

Further applicable standards:
General tolerances ISO 2768 - m

Plate:  Corian 2)
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 Stone

 Marble

Wooden substructure

Plate

Insulation

Adjusting screw M5

Silicone

Stainless steel

Silicone

Adjusting screw M5 Adjusting screw M5

Plate: Wood

Alu strip

Insulation Insulation

Silicone

Plate Plate

Installation variants

Format overview
External dimension Cut-out dimension 1) Cut-out dim. Corian 2)

480 490 494

Compressor

Vaporizer

Ventilator

Dehydrator

Pressure line with
injection valve

Electronics

Suction line with
iintegrated sensor

10

Installation height min. 160mm

48
0

7

24

10,6

plate thickness ca. 14mm at glass-surface
plate thickness ca. 9mm at stainless steel-surface

Surface: glass or stainless steel

Comfort Combi Plate

Insulation

Special Requirement:
The supply air and exhaust air must 
be ensured in the compact units!

1) Cut-out measurement = plate dimension + circumferential expansion gap of 5mm
2) Cut-out measurement Corian = plate dimension + circumferential expansion gap of 7mm
3) External display. These displays are optional and have to be provided by the client.
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Sensor
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Compressor

Selector switch 4 Sensors / 1 Sensor

Ventilator
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Controller

Sensor for controller
Sensor for controller


